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Configuring a Check Capture Terminal

This Job Aid is setup to print on 11x17

In this job aid, you will learn how to configure a check capture terminal. Specifically, you will learn how to access terminal

configuration, configure system, application and devices application, as well as establish a default OTC Endpoint.

Terminal Configuration — Online (Check Capture TerminalSettings)

To configure a check capture terminal, complete the following steps:

1. Click the Administration tab. From the Manage Check
Processing menu, select Terminal Configuration and click
Modify.

Manage Check Processing v Audit
Terminal Configuration 3 Modify

Terminal Maintenance b | View

Manage Organizations v Manage Users

Manage Centralized Deployment

2. The Step 1 of 4: Gathering Terminal Information page appears with

Automated terminal detection in progress... message.
Note: No action is required in this Step.

‘ @Autamated terminal detection in progress...

©Agglication Tip

When the Automated terminal detection in progress... message
appears, the system reads the desktop settings and displays the
appropriate information on the next page.

3. The Step 2 of 4: Update the Terminal Configuration page appears.

Enter the system configuration.
3.1 Under System Configuration,

Set MVD/LVD Usage by, optional:

*  Checking or unchecking Personal Check and/or Non
Personal For Customer Present

+  Checking or unchecking Personal Check and/or Non
Personal for Customer Not Present

@Agglication Tip

Firmware Upgrade is an upgrade to the software that identifies the
scanner to the computer, as they are available from OTCnet. This task
can be configured to perform automatically at either application startup
or batch close.

@Agglicaﬁun Tip
Firmware Upgrades are operating system (e.g. Vista, Windows 7, etc)
and scanner(e.g. EC 7000i or Panini My\ision X, etc) specific.

Set Receipt Printing by, optional
*  Checking Person Present
- Click the Manual or Automatic radio button (Check
with preview)
*  Checking Person Not Present
- Click the Manual or Automatic radio button (Check
with preview)
*  Select Printer Name, using drop-down menu

@Agglication Tip

By default all four checkboxes (Personal and/or Non Personal checks and
Customer Present and/or Customer Mot Present) for (Local Verification
Database) LVD Usage are checked and they are optional. If all of them
not checked, then LVD verification feature is disabled.

@Agglication Tip

Leaving both the Person Present and Person Not Present fields
unchecked results in the disabling of this option. Click the appropriate
box(es) if receipts are desired. Choosing Manual requires that the
operator take additional steps to print the receipt. Choosing Automatic
results in a receipt printout each time a transaction has been entered.
Choosing With Preview option allows the operator to see the receipt

on the screen prior to the generation of the printout. When the Person
Present and/or Person Not Present fields are clicked, the default setting
is Manual.

Terminal Configuration

Step 2 of 4: Update the Terminal Configuration e
~ System Configuration @
Task Execution

Task Selection Execute On Execute On
Firmwrare Upgrade Cstart up W Close Batch

LVD Usage

Personal Check Non Personal

Customer Present r r

Customer Not Present r r

Receipt Printing

[¥ Person Present

# Manual

e .
AL I™ with preview

I Person Not Present

& Manual

-
AT I™ with preview

Printer Name | =

3.2 Under Application Configuration,
*  Enterthe Terminal ID

@Agglication Tip

The Terminal 1D field is available for data entry during initial setup. After
the Terminal ID is assigned it is protected and cannot be changed.

@Agglication Tip

The Host Name field is automatically generated based on your computer's
registry and cannot be changed.

+  Select Single or Batch for Processing mode

@Agglication Tip

The Single processing mode only allows the user to scan one check
at a time. The Batch processing mode allows groups of checks to be
scanned all at once, priorto the data entry for the items. The Batch
mode is only available for EC7000i or Panini scanners.

~ Application Configuration \3_2)

Terminal ID BAH1
Host Name BAH5444045amamr
Processing & Single
 Batch
Cashflow

& Sattle Best Method I Back Office Processing Only

© Truncate Al Items
Batch Control & Optional
" Mandatory

I”Prompt on Batch Create

Batch Control Prompts
¥ Prompt on Batch Close
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Terminal Configuration - Online Cont’d (Check Capture Terminal Settings)

3.2 Under Application Configuration (Cont’d), : *  Check Keypad Enabled, optional
*  Select Single or Batch for Processing mode
@ ®Agglication Tip
Application Tip . . . .
The Keypad Enabled option is available when electing to use the optional
The Single processing mode only allows the user to scan one check Yes/MNo keypad. Enabling the keypad allows the check writer to confirm
at atime. The Batch processing mode allows groups of checks to be the transaction dollar amount via the keypad.
scanned all at once, priorto the data entry for the items. The Batch
mode is only available for EC7000i or Panini scanners.

. Select Settle Best Method or Truncate All Items for Cashflow *  Check Pass Through Channel or Serial Port for
- Check Back office Processing Only Keypad Communication Channel, if applicable,
required
@Agglication Tip ®
The Settle Best Method is the default selection and when selected w

exclusively onthe configuration screen, all processing methods -
(Custome?’Presem: Cus%omer Mot Preéent:pand BackgOf'fice) are H If K?Vpad E_“ahle_d option is enabled: then Pass Through Channel or
allowed for either personal or non personal items on the Entry Screen. Serial Portis available for selection.

The Back Office Processing method should be used by agencies that
receive payments in person, and then scan the checks at a latertime in a
controlled, back office environment. Truncate All Items represents only non-

personal items are allowed (for all processing methods) on the Entry Screen. 3.4 CI|Ck Next.
@ * Devices Configuration @
Application Tip

If the Batch Control is set to Optional, OTCnet prompts the user to use comnet ROM ECT000i

the batch control. If the Batch Control is set to Mandatory, OTCnet : T BT e

prompts for batch control totals. : * USB Port

 Serial Port ICC'M-I v

. Sglect Optional or Mandatory for Batch Control Franking Enabled r
+ Click Prompt on batch Create and/or Prompt on batch Close E— a

for Batch control Prompts

Keypad Communication Channel € Pass Through Channel

~ Application Configuration @ Contd & Serial Port COM4 Vl

Terminal ID 8AH1

Host Name BAH544404Samamr
Processing & Single

e 4. The Step 3 of 4: Update the Configured OTC Endpoints page
Cashflow & Settle Best Method I Back Office Processing Only appears.

 Truncate All Rems
Ratch Control & optona! : 4.1 Under Available OTC Endpoints,

© Mondatory : * Select the OTC Endpoint(s) you want to Add by

checking the box(es) under the Add column, and click

Batch Control Prompts I”Prompt on Batch Create

¥ Prompt on Batch Close Add

3.3 Under Devices Application,

. QM
» Select the Scanner model, required _ o B
The OTC Endpoints are permission based and are only visible to users
with the appropriate permissions.

Scanner Types

ECT000i This scanner will automatically scan both sides of a
check and can scan in single or batch method (two Terminal Configuration
ar more Ehe CPE Ina batch } Step 3 of 4: Update the Configured OTC Endpoints
ECG000i This scanner will prompt you to scan the back side i | Avallable OTC Endpoints
of a check and scans anly in single method. : rorm s spagels v of LPages aaa
- - - - ALC+2 OTC Endpoint Version Description [ Check All f Uncheck All]
Ecmunl Thls Smnner WI” prﬂmpt YGU tﬂ Scan bﬂth Sld ES Uf 0000107125 L3FRB 5TLs 1015 Level 3 Agency-FRB St. Louis r
a check and can scan only in single method. 8888888802 5888888802 1010 Psuedo ALC+2-8888888802 (ml
Pﬂr‘ir‘i ThlS SDEIFIFIE!F Wl” EILItCIrT'I a.tII:E”.!III SEELI"I t'c'th SII.'.IE!S Uf a : 8888888803 8888888803 1010 Pseudo ALC+2-8888888803 ::
MyVision X check and can scans only in batch method (one or CITIDZER  [SEgIETE 1003 Fegion Z-FR8 =
r‘ﬂUI‘E ChECPE Elt a tlr'l"IE} 9999992905 SreelLEnd2 1010 SreelLEnd2
Add ==

» Select USB Port or Serial Port, required
- Select the Serial Port type

* Check Franking Enabled, optional

@Agglicati on Tip

The Franking Enabled option is only available for EC6000i and ECT000i
scanners. This option allows the scanner to automatically stamp checks
with the words Electronically Presented upon completion of the each
check scan.
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Terminal Configuration - Online Cont’d (Check Capture Terminal Settings)

Terminal Configuration
4'2 Under CO nfl g ure OTC En d po | nt' Step 4 of 4: Review the Terminal Configuration
.
SeIeCt a Defau |t OTC En d pOI ntl reqUIred Please review the Terminal Configuration record and click submit to save the changes
OTC Endpoint Configuration
j——————
@ VD Ed )
Froei = 1
A_thatlon Ti Configured OTC Endpoints . TTTTT= !
Selecting a Default OTC Endpoint determines which OTC Endpoint to use g:;au::rc ALC+2 0TC Endpoint Form Version Description
when performing Scan Checks actions. po
3432123456 Test3 1000 Test3
2 2 1007 TEST Location
0000879701 GT8 1010 GT8
@AEElicaﬂOn TlE 0000001040 LL1 2000 LL1
L . ) 9876543210 9876543210 1010 9876543210
At least one Default OTC Endpoint is required per terminal.
9999992901 9999999901 1010 testdd
99999999512 55LL1 1007 SSLLL
v TITITITILEL GT1 1020 GT1
4.3 Under Co nflgure OoTC Endpomt, 1234367899 Test2 1002 Test2
4567890111 LFuncTestl 1002 LfunctionTestLowerLevel
Configured OTC Endpoints
Added OTC Endpoints
Default 0TC . Form . Remove
Endpoint ALC+2 ©OTC Endpoint Version Description [ Check Al f Uncheck All] o
aul . ) A
lal 432123456 Test3 1000 Test3 - Endpoint ALC+2 0TC Endpoint Form Version Description
* 9999953302 §999939902 1007 TEST Location = 0000107125 L3FRB 5TLs 1015 Level 3 Agency-FRE St. Louis
© 0000879701 GT8 1010 GT8 =
1010 Psuedo ALC+2-8888888802
Lo 0000001040 151 2000 51 L]
8588888803 8888888803 1010 Pseudo ALC+2-8888888803
«© 9876543210 9876543210 1010 9876543210 =
~ SeTETEETL P i p— ] 0000010712 Region2FRB 1003 Reqgion 2-FRB
fal 99099999572 SSLLL 1007 SsLL1 r 9999999905 SreelLEnd2 1010 SreelLEnd2
Lo} F777TTTILEL GT1 1020 GT1 | Removed OTC Endpoints
s 1234567899 Test2 1002 Test2 -
There are no OTC Endpoints Removed
L&) 4567890111 LFuncTestl 1002 LfunctionTestLowerLevel |
Remove|
@ System Configuration
1
: | [Edit] 1
m Task Execution . TTTmmT
Task Selection Execute On Start Up Execute On Close Batch
Firmware Upgrade v
5. The Step 4 of 4: Review the Terminal Configuration page LVD Usage
appeal’S. Personal Check Non Personal
Customer Present v v
H H H : H H HA Customer Not Present v v
5.1. Verify the Terminal Configuration is correct. Click Edit if
H H H Receipt Printin
you need to modify the information entered. prPrnting
Person Present Manual
. . Person Not Present Manual
5.2 Click Submit.
Frinter Name CutePDF Writer
@ Application Configuration ———
c - c 1
Application Tip | EdY
|
A Confirmation page appears stating that the Terminal Configuration record Terminal 1D BAHL
has been updated. Host Name BAHS44404Samanr
Frocessing Single
Cashflow Settle Best Method
Batch Control Optional
Batch Control Prompts Prompts on Batch Close
Devices Configuration —————
U [ Edit) 1
Scanner RDM EC7000i
Communication Channel USB Port
Franking Enabled
Keypad Enabled
Keypad Communication Channel :

NOTE: This job aid is not intended to replace Chapter 7 (Configuring Check Capture Settings) of the OTCnet
Administration Participant User Guide.



